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IF FSK control of CMI transceiver

1 INTRODUCTION

This document provides details of control of the CMI LC500 series transceiver using
the Evolution series IF modem fitted with the IF FSK option. It shows how the user
can control the CMI transceivers in a network from the local modem using the Web
User Interface (WUI).

1.1 Scope

Control of the CMI transceiver is described using both local FSK control and control
of the remote CMI terminal across the satellite link using the ESC overhead channel.

1.2 Related Documents

Installation and Operation manual for Evolution Series Satellite Modems.

EVO_AN_001; Control and monitor of remote site terminal using local modem web
user interface.

P3000_REQ_081; IF transceiver FSK protocol specification.
20140: VSAT Block Upconverter Protocol document.

CMI LCS500 series transceiver manual.

1.3 Definitions

AUPC: Automatic Up-path Power Control

CMI: Compact Microwave Indonesia.

EEPROM: Electrically Erasable Programmable Read Only Memory.
FSK: Frequency Shift Keying.

IF: Intermediate Frequency, either 70 +20 MHz or 140 40 MHz.
IP: Internet Protocol

LUL: Local User Interface.

Rx: Receive.

TX: Transmit.

WUI: Web User Interface.
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2 PD25 IF Modem hardware/Software configuration

For the Evolution series IF modem to operate with the CMI transceiver it must be
fitted with a Q3503 FSK card_and have the FSK Control Option on IF feature
enabled, and have had the necessary control information written to the EEPROM and
be fitted with software version 1.9.54 onwards.

3 FESK control of the CMI transceiver

The Evolution series modem can provide monitor and control of the CMI transceiver
using FSK signals output from the modem on the IF transmit port.

The modem IF Tx output port must be connected to the Transceiver IF Tx input port
via a suitable RF coaxial cable. This cable carries either the 70 or 140 MHz
modulated data plus the FSK M&C messaging.

Control of the CMI transceiver can only be made using the Modem WUI. With the IF
FSK option fitted and enabled, the modem will start outputting FSK signals from the
IF Transmit port the moment the modem has completed its initial start up sequence.

The FSK messaging system uses a half duplex communication process, where the

modem outputs an FSK message either requesting a change or general status. The
transceiver then responds back with a unit status after the status request or change
has been made.

The polling process is controlled from the modem; in normal operation the modem
will send an FSK message to the transceiver every 4 to 6 seconds. This drops back
to 20 seconds if the link is broken to ensure that the process is not overloaded with
alarm messages. If the modem and transceiver are not connected together then the
CMI WUI tab will show an FSK error message and the status of the CMI transceiver
will be “greyed out” as it is unknown.

With the equipment correctly configured and connected together the WUI Status and
Edit screens will display the FSK messaging information provided by the transceiver
allowing the operator to monitor and control the CMI transceiver from the Modem.

The FSK signals conform to the Paradise specification 201410 and the data passed
between modem and transceiver meets the requirements of P3000_REQ 081: IF
transceiver FSK protocol document. The FSK system generates two frequencies at
590 and 710 kHz to provide the O (space) and 1 (mark) data, respectively. The FSK
message consists of a 10 mS preamble of 1's (mark) followed by a message of
varying length dependent on data sent.
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4 Local Terminal control

4.1 Modem Configuration

The modem may be configured with the correct operational parameters from either
the Local User Interface (LUI) or the WUI. The procedure described in this
application note does not specify satellite link specific requirements; such as transmit
power, modulation type etc, only those required for FSK monitor and control.

4.2 Modem login procedure

To enable the CMI control the user must first log into the Modem WUI (see Modem
operation manual for details) via the modem Ethernet M&C port. The modem must
be connected to a PC with a suitable web browser (Internet Explorer 7, Firefox,
Opera), either directly, or via an Ethernet Network, or via the Internet. After entering
the local modem IP address the user will then be requested to enter a User name
and Password. Unless these have been changed they will be;

User: admin
Password: paradise

The user will then be presented with the WUI opening screen, followed by the
Modem Status screen, shown below.

£ Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

& - Ertpi00.225 4jstatschial phpre=1 w42 %] [: |[2]-

Google [Cl+ v Goo5) B~ €% Bookmarksw B 11 blocked 9 Check v % Autolink - [®5e dtow @ Settings=
T — = } »

* & EEParadise Evolution modem - 10,0,225.4 I 1 B - B - & - [2rPage ~ & Toak -

|>

s

. STATUS J P J J - LOGOUT

1T Setup el

Tx Rx

gzgm‘:‘z%;gg;“gfn e IF carrier frequency [20.0000] MHz IF carrier frequency [70.0000] MHz
ade: In control Tx data rate bps Rx data rate bps
Control: Shared Tx symbel rate [2205538] Symbols/s Ro¢ symbol rate [2205538] Symbols/s

UNIT STATUS iEatfic

[Transmit path OK since 10:40:51 on 4/12/2008| [Receive path OK since 23:43:58 on 4/12/2008]

DX TRATTC Tx carrier status

TKTRAFFIC Demodulator

TEST MODE Rx Eb/No dB

TXGARRIER Final BER

Ry power level dBm
Rx frequency cffset Hz
Buffer slips

AUPC

/ Current AUPC Tx power level
Remote Eb/No [15]dB offect (0108

For contact details and on-line handboak, see http://www.paradisedata.com

v

(@ € Internet #100% -

Modem status screen shot.
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IF FSK control of CMI transceiver

4.3 WUI access to monitor and control the CMI transceiver.

The status of the CMI transceiver is shown on the top level Status screen, using the
CMI tab (as shown in the Modem status screen-shot).

To change the settings of the CMI transceiver the user must select the Edit tab
(shown in the upper level selection bar) and from there select the CMI tab to open
the CMI edit screen.

Details of both procedures are shown in the following sections.

4.4 CMI WUI status screen

Using the web browser from the local modem status screen, the user can navigate to
the CMI transceiver status screen by selecting the CMI tab. The CMI transceiver
status screen is shown below;

£ Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

@ e ~ B rttp: /10,0225 4/statusdual phprTa=1 v 4] | |2
Cougle..Gv v oo B - % Bookmarksw B 11blocked %% Check =y Autolink ~ Fill | s Send tov @ Settings~
: — = . »
w kﬂ Paradise Evolution modem - 10.0,225.4 ] ‘ & - - dh - [GhPage v & Took -

|2

5 {

. STATUS

SUMMARY CMI |

CMI tr

|ID:Paradise Evolution modem

[Serial No: 20600104 Transceiver Address 1 Qutput Power 24.8dEBm
Mode: In control
520
coator Sharad Output On Temperature 52°C
Power Class 0

UNIT STATUS Tx

RATRAFFK: Frequency 6140.125MHz Temperature in Range (@

TX TRAFFIC

Attenuation 25.0d8 Tx LO Locked @

TEST MODE

TX CARRIER RX LO Locked @

Rx ssea @

Frequency 3720.000MHz e @

Attenuation 20.0dB

Reference Software Version 0

Poll Count 305

v

L& @ Internet H100% -

CMI transceiver status screen shot.

The complete screen shows the status of both the modem and the CMI transceiver.
The blue side bar on the left hand side of the screen provides the modem status; the
central area on the screen provides the CMI transceiver status.

The CMI transceiver status screen is split into two main sections showing transceiver
settings on the left hand side and transceiver status on the right hand side.
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IF FSK control of CMI transceiver

The transceiver setting section shows the transceiver address, transmit status (ON or
OFF), the transmit and receive frequencies, the attenuator settings and reference

status (if supported by transceiver).

In the screen shot shown below the transceiver connected to the modem is an
extended C Band 10W model, LCS510.

CMI transceiver

Transceiver Address

Reference

Cutput On
Tx
Frequency 6140.125MHz
Attenuation 25.0dB
Rax
Frequency 3720.000MHz
Attenuation 20.0dB

Poll Count 1052

CMI status screen transceiver setting screen shot.
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IF FSK control of CMI transceiver

The transceiver status section shows status and alarm information provided by the
transceiver. The upper section shows the transceiver output power in dBm,
temperature in degrees C and the power class (if supported by transceiver). The
lower section shows the transceiver alarm status and the software version (if
supported by transceiver). The screen shot below shows the transceiver status when
connected to a C Band LC500 series transceiver.

Output Power 24.9dBm

Temperature 529C

L]

FPower Class

Temperature in Range

Tx LO Locked

SSPA

L
w
RX LO Locked @9
o
L

LNA

=]

Software Version

CMI status screen: Transceiver status screen shot.

For details of the transceiver settings and alarms displayed please see the CMI
LC500 series transceiver manual.

At the bottom of the screen a Poll Counter is displayed. This automatically
increments each time the browser sends a message to the web server in the local
modem. This is not an indication that FSK messages have been sent, only that the
link between the browser and modem web server is active. This is shown in the
screen shot below;

Rx ssPa @

Frequency 3720.000MHz LNA 5)

Attenuation 20.0dB

Reference Software Version 0

Poll Count 1162

CMI status screen: Poll Counter screen shot.
If the poll count is not seen to be incrementing and no alarms are seen on the status

screen then the browser may have timed out. In this case close the browser window
and re-open the local modem WUI to regain control.
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4.5 CMI WUI status tab alarms

The CMI status screen provides the user with the transceiver alarm status, FSK link
warnings and an indication of the web browser status via the poll counter.

The poll count provides an indication that the link between Web browser and Modem
Web Server is active. In normal service the local modem WUI will request, via the
modem Web Browser, the transceiver status every 6 seconds. The poll counter
increments each time this happens.

The transceiver alarms are shown on the right hand side of the screen, if one of the
alarms is detected in the FSK message back from the transceiver, then the
appropriate indicator will change to red.

If the FSK link from the modem looses communication with the transceiver, then the
information in the transceiver alarm and status section (right hand of screen) will
either display “??”, or be greyed out. The poll counter will stop being incremented
and a red FSK communication failure alarm will be shown along with the continuing
poll count whilst offline. When the FSK link is broken the poll count will slow down to
one every 20 seconds; an FSK failure message plus count is shown on the
screenshot below.

.ff Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

@.\. J- !@htq::,’/10.0.225‘4/sta\usdua\.php?TB:1 "| hed|Es | ‘ 2
‘-D;Oug]E.Gv v Goog B~ ¥F Boockmarksw Bh11blocked 9 Check = N Autolink ~ wFll [ Send tor @) Settings~
= — = ; »
o kﬂ Paradise Evolution moder - 10.0,225.4 I ‘ fi - B - & - [shrage ~ & Took -

3 o

=¥ \=¥.\p A A [ - -

L) ) n
STATUS EDIT viEw TEST . HELP LoGouT

SUMMARY cMI

CMI transceiver

|D:Paradise Evolution modem

Serial No:20800104 Transceiver Address 1 Output Power 2?dBm
Mode: In control
770
[y S Output On Temperature ?7°C
Power Class ??
UNIT STATUS Tx
RATRAFFIC Frequency 5140.125MHz Temperature in Range )
TX TRAFFIC
Attenuation 25.0dB Tx LO Locked @

TEST MODE
RX LO Locked )

TXCARRIER ©

= -

Frequency 3720.000MHz wa &

Attenuation 20.0dB

Reference Software Version 0

Poll Count 979 | Error: FSK communication failure., Poll Count 1016
v

Done (% @ Internet H100% -

CMI transceiver status screen alarms screen shot.
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4.6 CMIWUI Edit screen

The CMI WUI Edit screen is accessible via the upper level selection bar. Selecting
the Edit menu navigates to the local modem Edit screen, from there the CMI tab can
be selected.

A screen shot of the CMI edit screen is shown below;

= Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

@.\:J. 5 !B hitfp:/710.0.225.4/statusdual.php? TB=1 V| 1| % ‘ 7l ‘ R~
Google |G+ v Goog) B v | % Bookmarksw B 11blocked ¥ Check v 'y autolink » - - |s# Send o~ @ settings~
— - . »
W [EParamae Evalution modern - 10.0.225.4 l 1 5 - B - ™ - [rPage v £} Tools
~
PARADISE DATACOM =+ |
. STATUS i LoGoOUT Local
SUMMARY
CMI Predistorter
ID:Paradise Evolution modem 5
Serial No:20600104 CMI transceiver
llode: In control
e Transceiver Address |1 ¥ Output Power 24.8dBm
Output Tempersture 52°C
UNIT STATUS
e Fower Class 0
Tx
TX TRAFFIC
S Frequency [6140.125 | MHz Temperature in Range @
TX CARRIER Attenuation |25.0 dB Tx LO Locked @)
Rx ssea @
Frequency |3720.000 |mMHz LNA \J
Attenuation |20.0 | dB
Help
o the cursor over an tem’s Reterence [ | Seftasre Version 0
label for help.
User C d
EEIN | O
Send to Distant
Enter command in hexadecimal farmat. Poll Count 1414 Force Distant On
v
L @ Internet H100%

CMI transceiver Edit screen shot.

The screen is divided into two main sections; showing transceiver settings on the left
hand side and transceiver status on the right hand side.

The lower section off the screen has the User Command interface and Force Distant

On control for switching the distant terminal CMI transceiver transmit back on. Details
of this process will be described in the Distant Terminal control section
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IF FSK control of CMI transceiver

On the left hand side of the Edit CMI screen the user can change the transceiver
settings. This is show in the screenshot below;

CMI transceiver

Transceiver Address |1

Cutput :On bt

Tx

Frequency (6140.125 |MHz

Attenuation |25.0 dB

Frequency [3720.000 |mMHz
Attenuation |20.0 dB

Reference

User Command

[ Send to Distant |

Enter command in hexadecimal format,

CMI transceiver Edit screen shot.
This screen allows the user to perform the following functions

Change the WUI address that is used to communicate with the transceiver.
NB this command does not change the transceiver address; it changes the
address that the WUI communicates to the Modem Web Server.

Switch the transmit output power off.

Change the transmit and receive frequency and attenuator settings.

Adjust the 10 MHz reference. NB this command does not have the
corresponding response back from the CMI transceiver. If this command is
invoked the user must monitor the transmitted signal to check for final
frequency as described in the CMI LC500 series transceiver manual.

Send a user command in hex format directly to the CMI transceiver. The
protocol for this command is described in the Paradise document
P3000_REQ_081; IF transceiver FSK protocol specification. Care must be
taken with the use of this command to ensure that the correct transceiver
settings are adjusted. This command may also be used in the control of
distant end terminals fitted with a CMI transceiver, the “Send to Distant”
control button is used in this instance. Details of this are found in the Distant
Terminal control section.
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5 Distant Terminal Control

5.1 General

Using the local modem Web User interface it is possible to monitor and control the
distant site terminal with no extra software or equipment at either the local or distant
end site.

This is especially useful when the distant site modem is fitted with FSK control of the
CMI transceiver, as it allows remote control of the transceiver functions from the local
end modem.

To achieve this control both the local and distant end modems must have the same
configuration, with an ESC service enabled and be connected to a CMI transceiver.
This allows the local modem WUI to connect with the distant end modem WUI and
pass control and monitor messages across the ESC interface.

Dependent on which ESC options have been chosen in the modem configuration the
local WUI will have more or less control over the distant end terminal.

5.2 ESC overhead control options

The choice of ESC protocol modifies the ability of the local terminal to control the
distant end terminal. There are two possible options, IP or RS485.

IP ESC: This uses a TCPIP format message to communicate with the distant end
terminal. Due to the nature of TCPIP messaging it requires a return path for the
messages to be active otherwise the messaging fails. If the distant end transmit path
fails remote control of the distant end will fail.

RS485 ESC: This uses a simple serial protocol to communicate with the distant end
terminal. It does not require a return path and can control the distant end terminal
when the distant end transmit path has failed. In the rest of the document the RS485
ESC messaging system will be described as it provides the most flexibility and has
the ability to recover when the distant end transmit link has been modified or
switched off.
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5.3 Modem ESC configuration

Selection of the correct modem options on both the local and distant end modem can
be controlled from the LUI or the WUI.

Using the local modem WUI from the main screen navigate to the Edit, Tx-RX,
Common screen and ensure that on both modems the ESC service is set to;

Closed network plus ESC.

The screen shot below shows the status of the local modem

= Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

@.‘_:_, - }@htq::;’IlD.D.225‘4f5tam5dual‘php?TB:1 v\ | X \ g e
Google |G~ v|cod g B + | % Bookmarks B 11 blocked | "% Check + % Autolink » ] 4 | Send to~ (@ settings~
— = »

ke I[’ﬂ Paradise Evolution modem - 10,0.225.4 I | fi - B - & - [5rPage v & Took ~
b

DARADN A A ) 7
L ) H = e
STATUS < EDIT o VIEW TEST HELP < LOGOUT Local

SUMMARY
Framing AUPC CMI Predistorter
|D:Paradise Evolution modem

Serial No:20600104

Mode: In control T Rx
Control Shared Tx service | Closed network plus ESC |+ Rx service
UNIT STATUS Baseband mode | Continuous ¥ | Baseband mode
RXTRAFFIC Tx data rate [2048000 bps Rox data rate [2048000 bps
TX TRAFFIC =
Tx-path clock source [Internal v Rx-path clock source | Satellite |+
TEST MODE —
Modulation [QPSK_ %] Modulation
TX CARRIER —
FEC code rate |[1/2 v'i FEC code rate
Scrambler mode [ Normal | ¥ Scrambler mode
Carrier mode |/On v
IF output power |-25.0
Faradise Baseband mode el EBL)
Mode selection for baseband
processing. IF carrier frequency |70.0000 MHz IF carrier frequency [70.0000 MHz
Tx spectral inversicn [~ Rx spectral inversien [~

Ry values track Tx v

153

[& & Internet #100% -

Modem Edit Transmit-Receive Common change screen shot.
In this screen the Rx path is greyed out, as the modem has had the Rx = Tx feature

switched on. This automatically sets the Receive path functions based on Transmit
path settings. Note also that the Tx / Rx data rate is set at 2048 kbps in this example.
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5.4 Modem ESC framing overhead selection

The ESC function must also be configured. From the Edit, Tx —RX, framing,
Overhead screen set the following

ESC interface type to RS485.
ESC interface rate. Select the ESC rate required

In the screenshot below the ESC rate is set to 115200 baud and the terrestrial data
rate has been set to 2048kbps.

= Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer = | X
& - Brpymozsssamiappe= Sl |ewe e
Coogle [Cl» v Googd B v | ¥% Bookmarksw P 11lblocked 9 Check » 8 Autolink « | o Send tov (@ settings~
w o I[ﬂparaduse Evalution moderm - 10.0.225.4 ]7| fi - B - & - [BPage v @Took v T

A

\n » LA U
U U H 2
- STATUS - EDIT . VIEW TEST + HELP < LOGOUT Local

SUMMARY

|D:Paradise Evolution modem R " 7
Serial No: 20600104 Overhead IDR

Tx Rx

Mode: In control
COMoistinred ESC interface baud rate 115200 baud v ESC interface baud rate
UNIT STATUS ESC interface character [5 s o ESC interface character
Tenoth (BBt (] length
RX TRAFFIC
ESC interface parity polarity | None v ESC interface parity polarity

TX TRAFFIC
TEST MODE

ESC Interface

ESC interface type | RS485 b

TX CARRIER

Paradise ESC interface parity
polarity:
Controls the ESC UART parity
setting.

|

L& € Internet EAON% v

Modem Edit Transmit-Receive Framing, Overhead change screen shot.

The ESC character length and parity also need to be selected to be the same at both
local and distant terminals

Selecting a high ESC rate compared to the terrestrial data rate gives a faster
response time at the expense of the available bandwidth over satellite.
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5.5 Modem ESC AUPC selection

The final modem ESC feature selection that is required to allow the CMI transceiver
messages to pass over the ESC channel is set by selecting Edit, Tx — Rx, AUPC tab
and ensure that the modem is set to the following.

AUPC method is set to P300
Operational mode set to Monitor.

The screenshot below shows this selection.

= Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

&+ Bropsi00.225 4jstatusctial phpr Te=1 ] [%[%] [conge Al
Goagle |G+ v|cod g B + | €% Bookmarks~ B 11 blocked % Check ~ %\ AutoLink ] AutoFil (s Send tow (@ settings~
— = - »

ke I[’ﬂ Paradise Evolution modem - 10,0.225.4 I | fi - B - & - [5rPage v & Tools ~
b

= ARRAIL pJ: . [] - R
L ) H = 4
STATUS < EDIT o VIEW TEST HELP < LOGOUT Local

SUMMARY Tx-Rx unit Memory
Common Y Framing JLUILS Pradistorter

|D:Paradise Evolution modem

Serial No:20600104 i
Mode: In control AUPC operational mode | Monitor i
Control: Shared
Target distant Eb/Ne [10.0 ds
i TATU!
NITSTATUS Maximum AUPC power offset dsm
RX TRAFFIC
Maximum negative AUPC pawer [Tm
T TRAFFIC offset 142 Bm
TEST MODE AUPC method |P300 | %

TX CARRIER

Carrier loss action

Help
Move the cursor over anitem's
label for help.

53

[& @ Internet #100% -

Modem AUPC selection screen shot.

Although the link is not using the Automatic Up-path Power Control function, AUPC
must be selected to allow the use of the AUPC messaging structure over the ESC
channel.
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5.6 WUI Local / Distant selection

With both modems configured for ESC messaging and connected to CMI
transceivers it is possible to gain control of the distant end terminal from the local
modems WUI.

From the local modem main WUI screen select the “Local” button situated on the
upper right hand side of the screen. The local modem WUI will respond back
immediately with a password request, as shown on the screenshot below;

= Paradise Evolution modem - 10.0.225.4 - Windows Internet Explorer

N ‘@ bt /10.0.225. 4/statusdual phpP TB=1 w |42 X P
Lo S
Google (G~ viGo o5 B~ | ¥ sookmarks= B11 blocked | % check vy Autolink « s [ Send to- (@ settings=
e — = »
e & I[ﬂ Faradise Evolution modern - 10,0.225.4 I \ M v B - &= - =rPage v £ Tooks =

|

¥4 PARADISE DATACOM =

STATUS

SUMMARY

|ID:Paradise Evolution modem
Serial No:20600104

lode: In control

Control: Shared

Enter the password for the remote modem

UNIT STATUS
RX TRAFFIC

TEST MODE

&
@
TxTRAFFIC @
&
&

TX CARRIER

Help
[Move the cursor over anitem's
label for help.

53

L§ @ Internet #100% -

Local Modem WUI password screen shot.

Enter “paradise” as a password and (unless it has been changed) the modem will
start connecting to the distant end modem WUI.
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IF FSK control of CMI transceiver

This process is shown on the next screen shot where a message is displayed
informing the user of the link status and that the local modem is trying to connect to
the distant end modem.

If the local modem cannot connect to the distant end modem, due to a problem with
the distant terminal, the local modem WUI will display the following screen and drop
back into “Local” mode.
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IF FSK control of CMI transceiver

When the local modem has completed initial communication with the distant end
modem the local modem WUI screen will display “Distant” in the upper right corner
and the colour of the font on the rest of the working screen will change from blue to
brown.

Distant end modem start up screen shot

5.7 Distant end terminal control

Once the local modem has connected to the distant modem and entered “Distant”
mode, the user then has full control over both the distant modem and the distant CMI
transceiver. Selecting the appropriate tabs on the WUI will allow remote control of the
distant end modem and CMI transceiver as described in section 4.

Care must be taken when adjusting the distant end terminal configuration. Changes
to the distant end configuration must be made in a methodical manner. The user is
recommended to plan any changes carefully and execute them one step at a time.

It is important that changes are made on the distant end terminal first and then
changes made on the local end terminal allowing the reestablishment of the link.

The most important point to understand is that it is possible to recover the
remote terminal if changes to the transmit path have resulted in the return
path failing. It is NOT possible to recover the distant end terminal if changes
have been made to the receive path causing the forward path link to fail.
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5.8 Distant End recovery mode

Using the RS485 ESC messaging system it is possible to recover the link if changes
have been made to the distant end CMI transceiver causing the link to fail, or if the
distant end transmit path has been switched off. When this occurs the user will see
an error message screen informing him that the distant end link has failed and then
after about 45 seconds the WUI will display the standard status screen with the text
in blue and “Local” displayed in the upper right corner of the active screen.

There are two possible options to recover the distant end CMI transceiver; either the
user can force the distant end transmit link back ON, if it has been switched off, or
the user can reprogram the distant end CMI transceiver to its previous settings.

5.9 Distant end recovery: Force transmit ON

To switch the distant end CMI transceiver transmit back ON after it has been
switched off the user must navigate to the; Edit, Tx-Rx, CMI screen and use the
“Force Distant On” control. This will send out the appropriate message to the distant
end CMI transceiver using the ESC channel and the transmit signal will be switched
back ON. The screen shot below shows the local WUI screen;

As can be seen the local WUI is reporting an FSK communication error in red at the
bottom left of the screen.

Once the transmit path has been recovered the user can gain control of the distant

end terminal by entering “Distant” mode and follow the procedure outlined in section
5.6.
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5.10 Distant End Recovery: User command control

If the user has lost control of the distant end CMI transceiver whilst changing
frequency, output power or attenuation settings on the Transmit path it is possible to
recover from this situation using the User command line control and the “Send to
Distant” function.

The user must determine the correct message to send using the protocol defined in
the Paradise document “P3000_REQ_081; IF transceiver FSK protocol
specification”.

An example is shown below in the screen shot, showing a change to the distant end
transmit attenuation, setting it to 20 dB. The user may have changed the attenuation
remotely from 20 dB to 30 dB, broken the link, and needs to recover the distant end
link by reverting back to 20 dB attenuation on the transmit path.

Local modem WUI “Send to Distant” function screen shot.
Having used the “Send to Distant” command the user can gain control of the distant

end terminal by entering “Distant” mode and follow the procedure outlined in section
5.6.
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